
The Lamina 1110 FA is a highly accurate sheet to sheet fully automatic laminating/
mounting machine. The machine is specially developed to manage maximum 
1100 x 1050 mm material. By its compact construction it has a short set-up time and 
is easy to operate.

The machine is designed using a highly durable, rigid framework of structural ex-
truded aluminium profiles. This design results in an attractive unit with hard wearing 
surfaces that will keep its finish for years.

A number of options such as Single Face Feeder, Down Stacker, Flip-Flop, Pressure 
Belt etc. can be added whenever required.
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Size Range           Maximum Sheet Size          Minimum Sheet Size
Model  Width  Length  Width  Length
1110  1100 mm (43”)  1050 mm (41”)  200 mm (8”)  350 mm (13¾”)

Machine Size (incl. Stacking table)
Model  Width  Length A Weight  
1110 2050 mm (80”) 4750 mm (187”) 3150 kg

Feeder Capacity  Top feeder: 500 mm (20”)   Bottom feeder: 800 mm (32”)

Top Sheet   130 to 450 g/m2 1 pts = 28,25 g/m2

Bottom Sheet   From 250 g/m2 to 10 mm (0,39”) 1 pts = 28,25 g/m2

  corrugated from 0,6 - 10 mm (0,016” - 0,39”)

Registration Accuracy*  Less than +/- 0,5 mm (+/-0,02”)

Total Installed Power  5,0 kW

Electrics   208 V, 3 phase, 60 cycle; or 400 V, 3 phase, neutral
  50/60 cycle; or Specify

Air Requirements  6 bar; 80 psi; 34 CFM, Approximately 500 L/min

* Depends on properties of materials being used and existing operating conditions.

Note! For more information and videos, please visit www.laminasystem.com
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